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Tandem by TAS Flooring offers you the 
performance, style and function that you desire 
in a flooring product. Tandem will serve you and 
your family for decades. 

• Waterproof - enhanced core 
• Quiet - attached pad helps reduce sound 

transfer 
• Soundproof – exceeds national HUD 

guidelines, MF Code requires 50 min IIC 
• Easy-to-install - angle/angle locking 

system for easy & fast installation 
• Durable - low gloss, textured, urethane 

finish which adds a scratch resistant coating 
• Easy-to-maintain – caring for your Tandem 

floor is a breeze
• Beautiful – broad range of designer color 

options to fit your personal style 

Tandem Standard and Tandem Wide, offer 
various looks to fit almost any design concept. 
Choose the brand that most home builders 
and consumers prefer. Tandem can work in any 
room in your home. 
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Distributed by T&A Supply Company
For more info visit tasflooring.com



STANDARD Specs:
20mil Wear Layer | Low Gloss Urethane Finish
Installation: Angle/Angle + Premium Attached Pad 
Packaging: 15.3 sf/ctn, 84 ctn/pal 
Dimensions: 7.5mm thick x 5-3/4” Wide x 48” Long 
Warranty: 30yr Residential, 10yr Commercial/MF

JBTANDEMACAAWT - Acacia

JBTANDEMGLA - Glasgow

JBTANDEMROC - Rockport JBTANDEMASH - Ashford

JBTANDEMDOV - Dover

JBTANDEMNOR - Norwich

JBTANDEMOBA - Oban

JBTANDEMSUS - Sussex

JBTANDEMWIN - Windsor

JBTANDEMPREAWT - Preston

WIDE Specs:
20mil Wear Layer | Low Gloss Urethane Finish
Installation: Angle/Angle +  Premium Attached Pad
(NEW) Packaging: 23.6 sf/ctn, 60 ctn/pal 
*Packaging: 18.65 sf/ctn, 70 ctn/pal
Dimensions: 7.5mm thick x 7” Wide x 48” Long 
Warranty: 30yr Residential, 10yr Commercial/MF

*DGWP0104 - Oxford

WIWP0109 - Castleton

WIWP0108 - Bridgetown WIWP0107 - Galway

WIWP0106 - Mistley Bay

*DGWP0105 - Stonehenge

WIWP0113 - Stirling

WIWP0111 - Witney

WIWP0110 - Upton

WIWP0112 - Knightley

NEW

NEWNEW

NEW NEW

NEW

NEW NEW

tan dem
WIDEstandard


