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Additional Specifications, Full Installation Instructions & Warranty Information Available Online www.tasflooring.com | a division of

Read Complete Instructions Before Installing

Installation Fast Facts:

•	 Radiant Heat: Approved (Hydro Systems ONLY)

•	 Acclimate product to normal room conditions

•	 Relative Humidity: 35%-55%

•	 Recommended Room Temp: 60˚F -85˚F after install

•	 Expansion Space: 1/4” gap

•	 No transitions required in rooms under 2,500 sf

4.5mm overall, 12mil wear layer, Rigid Core with Premium attached pad

BENEFITS
•	 Dimensionally stable rigid core construction
•	 Premium EVA pad attached reduces sound transfer
•	 Waterproof core technology protects against spills
•	 Polyurethane finish provides extra scratch resistance
•	 No transitions required for rooms up to 50’ x 50’ or 2,500 sf
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CATALYST

RCRC0201
Regis

RCRC0202 
Midfield

RCRC0203 
Langston

RCRC0204 
Seacliff

RCRC0206 
Hermes

RCRC0205 
Collins

RCRC0207 
Saturn

RCRC0208 
Zeus

RCRC0209 
Hera

SPECIFICATIONS
Dimensions: (nominal) 
7” wide x 48” long x 4.5mm thick overall 
Construction: Rigid Core Luxury Vinyl, 3.5mm plus 1mm premium pad
Wear Layer: 12mil thick
Finish: Polyurethane Coating
Texture: Embossed
Profile: 4-Sided Micro Bevel
Installation: Angle/Angle 
Warranty: 25 Yr Residential, 5 Yr Light Commercial, 5 Yr  Multi-Family
Packaging: 26.26 sf/ctn, 55 ctn/plt, 1444.3 sf/plt
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